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Specification

Dehumidifiers are shipped with automatic
defrosting units. Being easy to install and
maintain, they can be used in both older and
newly built rooms. 

   D 750 E dehumidifiers are made of quality
corrosion resistant materials. They are designed
to reduce air humidity using the thermal pump
principle. They can keep the required air humidity
in range from 20% to 80%. 

Description 

   D 750 E dehumidifiers are necessary for
indoor pools. They reduce air humidity to
prevent condensation on windows and walls
which is the main cause for origination of mould.
Dehumidifiers can be used wherever problems
with high air humidity occur, i.e. not only in
swimming pools, but also in rehabilitation or
telecommunication centers, restaurants,
hairdresser's saloons, laundries, kitchens, etc.
or generally to reduce humidity in the air. The
dehumidifiers are equipped with dust filters,
enabling them not only to dehumidify but also to
purify the air. 

Usage 

Osuszacz
The dehumidifier D 750 E is a modern device
that will satisfy even the most demanding
customers.  Although its dimensions rank it
among smaller dehumidifiers, its performance is
surprising. Additionally, the weight of D 750 E is
quite low, this device is equipped with a
telescopic handle and wheels, which make it
very mobile. The condensate is either drained
by a tube out of the device, or collected into a
tank for condensed water. Due to its
performance, small dimensions and high
mobility, the usage of the dehumidifier D 750 E
is quite universal. 
Dehumidification at 30°C, RH=70% 
(l/day) 16 
Air discharge m3/h 350 
Air intake At back 
Air output on the top 
Volume of condensate storage tank (l)  6,5 
Outlet of condensate ( mm )  13 
Heat recovery ( kW )  0,9  
Surface of air filter (cm2)  480 
Voltage (V)  230 V / 50Hz 
Power consumption  (kW)  0,32 
Hygrometer  Built-in 
Electrical protection  IP 43 
Refrigerant  R 407C 
Working temp. min/max °C  10-35 
Dimensions w/h/d (mm)  390/612/274 
Weight (kg)  21 
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